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FIRETIGHT?®
FIRE-RESISTANT
DOWNLIGHTING

Fire rated downlighting applications require conlinuous
ceiling barriers. This often mandates various trades,
several inspecior visits, and causes endless headaches
for owners, contractors, and authorities. Prescolite’s
FireTight® fireresistant downlighfing virtually eliminates
the hassles associated with ineffective field-fabricated
downlight enclosures and does so at a much lower cost.
And rest assured, FireTight is patented, tested, and UL
classified for the most common one-hour and two-hour
fire rated ceiling assemblies.

FireTight is approved for use with a wide variety
of high-quality reflector styles and is the only ~ .e‘j i 4
solution for fire rated downlighting applications ’
that offers Virual Source® opiical lechnology.

A seleclion of LiteDeco® decorafive elements is also
available for residential and commercial applications.
FireTight provides a great solufion for apartment
buildings, hospitality, assisted living facilities, and

all other multi-siory applications that will benefit

from a wellengineered downlight with proven
fire fighting performance.

APARTMENT ASSISTED LIVING HOSPITALITY
BUILDINGS FACILITIES

FireTight is idedl for use in mulfistory aparfment Because some pecple need a few more Whenever people Iravel, they expect
complexes where the concentration of lives is minutes to exit during an emergency, high levels of safety and security at
great and the potential for fire danger is FireTight is ideal for use wherever the the hotels in which they stay. FireTight
greatest. FireTight's combinafion of optical sensory or physical limitations of its provides owners and authorities
performance, style selection, and sirong smoke inhabitanis require added profection, with confidence in knowing that

and fire resiskance makes it the perlEct solulion inc|uc|'|ng malls, office bui|c|ings, T|'|ey have speciﬁed a solulion that

for these applications. and restaurants. has been engineered, built, and proven

to Iruly save lives.
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READY TO INSTALL
RIGHT OUT OF THE BOX

Stop requiring additional tools, .'aulc:oprua:.J and labor needed to
construct a field-fabricated fire barrier that often times results

in inadequate protection at a high price. When you specily
FireTight, the electrical contractor can use standard downlight
installafion tocls, and installation could not be simpler. FireTight
is approved for most one-hour and two-hour fire rated ceiling
assemblies—wood joist, steel, concrete, suspendsd, or sheetrock-
and a large selection of irims that are easily integrated into
any of these construction types. Simply install, wire, lamp—

and it's done.

# /" pre-assembled sheetrock enclosed housing

provides effective fire, air, and sound barrier

® /" fireretardant gasket on bottom of housing provides
first protection o downlight and upper floors

#® Standard adjustable bar hangers for use in 16"-24" OC
joist or T-bar ceiling construcfion. Opfional furring
channel clips available (shipped standard
with FT&, FT&CF, and FT6CF2H)

#® Ballast and wiring accessible from below ceiling
® New York City approved

# Available in 4", 5", or 6" apertures for use
with incandescent, low voltage, or compact

flucrescent ||:|mp5

A o compact flucrescent irims available with patented
Virtual Source® opfics providing the indusiry’s most
ergonomic and high performance downlighting
{except FTGCF2H)

A Wide variety of trim styles from which to choose, including
Prescolite’s LitleDeco™ decorative trims (FTGCF only)

#® AirShield™ approved &" housings and trims meet
WSEC and ASTM E283 air handling requirements

) Acoustically tested to maintain STC ratings of L500
Aoor /ceiling assemblies (6" FTé& and FT&CF2H)

FIRETIGHT 1S PATENTED, TESTED, AND UL APPROVED

FireTight is UL listed and classified for use in most of the following series of one or two-hour non-IC fire rated ceiling and roof assemblies:
L500, D500, P500, G500, D200, G200, 1200, and P200. Visit wwwiul.com for testing standards and listing confirmation.

You may also visit www.prescolite.com for a complete listing of FireTight approvals and classifications.

U.S. Patents:

#5,379,199 #5,758,959 G@lﬂ LISTED
#6,004,011 #5,918,969
#6,357,891 #6,357 894 B1

B
#6,254,257  #6,254,256 ,@u
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New Construction Fire Rated Ceilings
Cailing Opening: 674"

Recessed Depth: 87"

Plaster Frame: 12" X 2%/,"
Pryouts: '/, and /"

FIRETIGHT"
6" 1 HOUR
* MNonlC rated
hedod ALYl :I.U Gy * Fits inte 2" x 10® new construction
AIRSHIELD # UL dassified o mainioin up to o ene-hour fire rating
in UL LS00 & G531 fire rated cailing assemblies
* AirShield™ rated to meet strict WSEC and
ASTM E283 air fight requirements
* All rims accept 26W or 32W rriple lube compact
fluorescant lamps unless stated otherwise
# Includes hardware for meunting te furing channels
* Trim outside diameter is 7 fs" except where indicated b
OPEN
fomagt T o
\._!&_/ \._l'.""u_/ \._E:/
TOoA4a(s5){G) TO8 TO78({SNG) TO95(SHG) TO95BF TO955MFC
Verfical clear [5] or Vartical whibe Clear 5] or gold [G) Horizontal clear () [ Harizontal American
gold (5] Alzak reflector. reflector comne. Alzak reflector with or gold Alzak [G) Horizontal clear reflector Matte™ raflector with
angled lamp and a reflecior with with black [TO958F) or texchured surface and
lowrar black baffle. Viral Source® apfics. white TOP5WBF) baffle Virhal Source® opfics.
and Virlual Source®
oplics.
LENSED WALL WASH
. i ‘. ¢ =
Loy
c> 2 @
TL40 TL41 TL42 TL4A3 TL33P TWOSS
Verfical lamp with Horizontal lamp with Harizontal kamg: with Horizontal lamp with Harizontal bomp with Harizontal clear Alzak (5]
drop opal impoct drop opal glass diffuser fresned glass lens clear ancdized upper white upper reflecior. wall wash reflacior with
resistant shower lens. and upper clear and upper clear reflector and Aat Plasfic non-metallic Virisal Source® opfics.
26W triple tube only. anodized reflector. anodized reflector. opal ghass diffusar. drop opal spa frim.
Wt location lisked. 26W triple ube only. 26W triple tube only. 26W triple tube only. 26W triple tube only.
Wet locafion listed. Wet kocalion [shed. Wt kcation listed. ‘Wet kocation listed.
-
pecorative LiteDeco
Faza {r Mo fma (o [ )
WD (e =3 = =
= < B Nl "B "= W
APEX ATOMIC ECLIPSE MEDALLION [-1.1.7: 718 VECTOR VELOCITY
TOO5SAXS TOO5GAGC TOOS5SES TOO5SMBC TO9550S TO9S5SVBLC TOO55VCES
Clear acrylic ring Cobalt blue acrylic ring Clear acrylic disc Brushed aluminum ring Clear acrylic ring Perforated aliminum ring Clear acrylic ring
with center cone and with brass hardware with bead-blasted center with black hardware with silver hardware. with black hardware and with a center acrylic ball
silver hardware. and brass caming rings. and silver hardware. and silver coming rings. Silver frim ring. silver coming rings. and silver hardware.
Sikver trim ring. Gold Alzak refector. Silver frim ring. Sibver frim ring. Clear Alzak reflector. Silver frim ring. Sibver trim ring.
Clear Alzak reflector. Virtual Source® opfics. Clear Alzak refector. Clear Alzak refecior. Wirual Source® oplics. Clear Alzak reflector. Clear Alzak reflector.
Virtual Sourcs® opfics. Virual Scurce® aptics. Virkal Source® opfics Virtual Scurce® aphics. Virtsal Source® opfics.

& UL Listed for wet locations

VIRTUAL SOURCE® OPTICS

LiteDeco

LiteDeco® irims are a iruly unique offering of seven distinclly shyled decorative elemenis
compalible with FireTight housings. LiteDeco™ Irims can be specified in a variety of
finish oplions, reflecior choices, and decorative alements, such as a cobalt blue ﬂcl’)f“t
ring, or dropped acrylic cone or ball. LileDeco® trims are compeslifively priced and certain
to enhance the archilectural image of any residential, refail, or commercial space.

Prescolite’s palented Virlual Source® optical design provides symmetrical
appearance (culoff], symmetrical distribution, excellent performance, and
visual quality that is unmatched in the indusiry. Visit wwow.prescolite.com
for @ complete explanation of Virtual Source® technology.

NlirfualS.urce

U5, Palent #3,918,9469

.prescnlite

Features

Simple Installation

One-piece Assembly [Reflector Included)
Aluminum Censiruction

Dimensions =
MNominal diameler: 87/
Extension below ceiling:1 /.
[Apex: 3'/:", Velocity: 2 °4")
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Mew Construction Fire Rated Ceilings

Ceoiling Opening: &7/,", Recessed Depth: 8"/,."
Plaster Frame: 12°/," X 9°/."
Pryouts: '/:" and */,"

* MondC rated, new construction
* ULCUL listed for damp location and through branch wiring
* UL Classified 1o mainkain fire ratings of one hour or less for all
UL P200 and P500 series fire rated roof/ceiling assemblies
» UL Classified to mainbain fire ratings of twe hours or less
in all UL LS00, D500, G500, D200, G200, and L200 series
fire rated ceiling Mocr assemblies
* Acoustically tested to maintain STC Ratings of LS00 assemblies
= AirShiald™ rated o mest strict WSEC and ASTM E283
air tight requirements
* Includes hardware for mounting o furring channels
* Trim cutside diometer is 7 /1" except where indicated
» Al ims accept 26W ar 32W iriple tube compoct fluorescent
lamps unless stated otherwise

FT6CF2H

FIRETIGHT"
6" 2 HOUR

COMPACT FLUORESCENT

AIRSHIELD™

OPEN
TOS Toso(cHG)B) TO&1 TOG62
Whibe cone trim. Specular black [B), ::;:Tlnm “Pbl':?l' Frim. High wosage while
26W wiple tube anly, cloar [C), or god (G} riple tube only: open im, 0.0, BY%*
Alzak reflecor.
LENSED
] - [ &
TLG1 TL63 TLG4 TL&5(PBHZ)
Shower lrim with White domed White albalite flush glass Texhured domed art glass
dropped opal glass bens. polycarbonate shower lensed wim. Metal flange. shower lensed rim.
©.0. 84" Matal flange. lens. Q.. 84" Wat location listed. Metal Alangs in white,
Wt location listed. Wat location listed. 26W friple tube only. polished brass [PB), or
26W rriple tvbe only. 26W rriple tube only. [Philips o7 OS5I Zet [Z, metallic siber.
[Philips er Q51 Lamp enky) Wet location listed.
Lamp anly] O.D. 8¥"
BAFFLE WALL WASH
e |
TB&O TBS1 TBS2 TW&1BF
TBWSO TBWS1 TEWS2 TW&1WBF
Stapped block (TB&0) or Black [TB&1) or whike Dewp baffle in white Black (TWAIBF or
white (TEW&0) (TBWS1) spray baffe. TBW&2) or black [TB&2).  white TW&1WEF)
stepped baffie. 26W triple tube only. Q0. 8% [Philips 01 ©51  baffle wall wash.

26W triple tube only.

NFPA 101° -

Lamp onby

Life Safety Code 8.2/8.3 states:

26W triple tube onby.

“Euer}f opening in g fire barrier shall be prorec:ad to limit the
spread of fire and resirict the movemeni of smoke from cne side of

the fire barrier to the other. The space between the penelrating

item and the barrier shall be filled with a material that is c,cp-oi:de
of maintaining the resistance of the barrier, or it shall be protected
by an approved device that is designed for the specific purpose.”

®orescolite
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New Construction Fire Rated Ceilings

Ceiling Opening: &7/.", Recessed Depth: &'/,
Plaster Frame: 127/." X 9%/,

Pryouts: '/:" and /"

FIRETIGHT" = MandC rated, new construction
6" INCANDESCENT * ULCUL listed for damp location and through branch wiring
* UL Classified to maintain fire rafings of ene hour or less for all
AIRSHIELD™ UL P200 and PS00 series fire rated celling/loor assemblies
* UL Classified to maintain fire rafings of twe hours or less
in all UL LS00, D500, G500, D200, G200, and 1200 series
fire rated cailing /floor assemblies
* Acousfically tested to maintain STC Ratings of LS00 assemblies
* AirShield™ rated to mest strict WSEC and ASTM E283
air thr requirements
* Includes hardware for mounting ko furring channels
* Trim outside diameter is 7 /" except where indicated e
BAFFLE OPEN SHOWER WALL WASH LENSED
] & '] ¢ -
TBG6O TBG1 TB62 TOG3IWL TOG4AWL TW&1BF TLG3 TLG64 TLS5(PB)NZ)
Lbd i e b Lk White open shower  High watiogo white TV 01 WEF White domed Whito albalie flsh  Taxtured domed art
High wattage Black [TBS1) or Stepped baffle in frim, Meatal flange. open shower frim, Black (TW&1BF) or pofycarbonate shower  glass lensed trim. ghass shawer lensed
black (TB&O) or white [TEW&1] white [TBWE2) or Wet location lizhed. Q0. 8% Mewl whire [TW&1'WBF) lens. QD 83" Metal Range. Wet wim. Metal flange in
white (TEWS0] stepped baffle. black [TB&Z). S0W PAR-IOL fange. Wat location  baffle wall wash. Wt location listed location lissed. white, polished brass
stopped baffle. B5W BR-20, [o08:3 listed. 75W PAR-3E S0W 419 S0W AT A0W A9 (PRI, or Zet (Z, metallic
150W PAR-38, 75W PAR-30, 150W PAR-38, silver). Wet locafion
1200 BR-40, SOW AT 120W BR40 listed. ©.0. %"
100W 419 F5W PAR-30,
SOW A1S
LENSED ADJUSTABLE OPEN
P > — S &
TL6O TLG1 TL62 TAGO TAGS TAGS TOS TOG0 TO81 TOG62
Shower light with Shawer frim with Frasnel glass White syeball. AR WD White cone frim, (choiE) White open splay  High watlage
glass dropped epal  dropped opal shewer lans. 75W PAR-30, Black [TAAS] or Black [TA&4] or 150W PAR-38, Specular black B),  im. 75W RAR- white open trim.
lems. Mon-matallic glass lens. O Maon-metallic B5W BR-30. white TAWSS] white [TAWSE) 120W BR-40, dear [C), or god 301, B5W BR30,  O.D. k"
Bange. Wet BlA" flange. Adj. 358°H X regressed eyeball.  boffled eyeball. 100W AJS |G) Alzak reflecior.  75W A19 150W PAR-38,
leensen listed Metal flange. Wt location listed.  30°V 75W PAR-30, Max. 75W 150W PAR-3S, 120W BR-40
75W PAR-30, Wt location listed.  75W PAR3D B5W BR-30 R-20, PAR-20, 120V BR4O,
SOW A-19 T5W A9, Adj. 350°H » PAR-1& 100W A19
75W PAR-30 0y Adj. 358°H x
30°V

F TS

FIRETIGHT"

5" INCANDESCENT

Mew Construction Fire Rated Ceilings
Ceiling Opening: 5'/"

Recessed DIP"'N 81"

Plaster Frame: 87/," X 13°

Pryouts: '/;" and /"

» Man-lC rated

* Fits into 2" x 10" new construction

* UL Classified to maintain fire ratings of
ane hour or less for all UL P200 and P500 sedies
fire rated cailing,-’ﬂuor assemblies

* UL Classified to maintain fire ratings of two hours or less
in all UL LS00, D500, G500, D200, G200, ond 1200
series fire rated f,ai|ing,|"ﬂc-ur assemblies.

* Trim outside diometer is & /4" except where indicated

BAFFLE LENSED ADJUSTABLE SHOWER OPEN

) &
- . O ES dED O
TB53 Tws1 TASS TO52WL TOS50C TO50B TOS7 ToS8
e Shawar frim with White aysball. Open shower frim el Black (B) Cpen white irim ﬁ:‘:hrr
Black [TR53) ar drop opal glass. 0.D. 6% Wet locafion sted.  Specular clear [C] Alzak reflector. &5W BR-30, ésw sln 43
white [TEWS53) baffle.  Wet localion listed.  75W PAR-30 SN SOW PAR30 o1 Gold |G) 75W PAR30, SOW PARID sl
SOW PAR-30L, Metal flange. Adi 10°H % 25° ¥ Alzak reflactor, BSW BR-20 At e
45W BR20, A0W A1, 7EW PAR20, :
AW A-19 SOW PAR3O 85W BR30
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